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This report is a summary of reliability, test and checkout concepts 

that are practiced by the following agencies and aerospace contractors. 
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A survey of r e l i a b i l i t y  improvement, t e s t  and checkout concepts was 

made t o  determine what the concerns and agencies have done i n  order 

t o  a t t a i n  the levels of success that  they have had i n  t h e i r  various 

programs. 



With the emphasis on long-duration manned missions i n  the Manned Space 

Program, it has become apparent that  we should examine and p r o f i t  by 

the experience that  has been gained i n  the long-duration unmanned pro- 

grams. Some of the programs considered i n  t h i s  survey are  as follows: 

Ranger 

Mariner 

Tiros 

Coms a t  

Surveyor 

ATS 

In te l s t a t  

Nimbus 

Syncom 

OAO 

The subjects of r e l i a b i l i t y  improvement, t e s t  and checkout sha l l  be 

broken out into 3 categories; (1) Component, (2) Subsystem, and 

(3) the system or t o t a l  integrated spacecraft or  s a t e l l i t e  where ap- 

plicable.  

3.0 COMPONENT RELIABILITY AND TESTING CONCEF'TS 

3.1 VISUAL INSPECTION AND PARAMETER SCREENING 

A l l  organizations contacted, perform visual,  dimensional and e l ec t r i ca l  

parameter checking a t  the vendors. Hughes and JPL l e t  the vendor do 

th i s  a t  h i s  plant,  but also run these t e s t s  in-house on a 100% basis fo r  

each new procurement l o t  as well as on a sample basis (in-house) on 

regular h i - re1  l ine  items. Both Hughes and JPL stressed tha t  t h i s  addi- 

t ional  check is necessary to  check on the vendors manufacturing l ine.  



3 . 2  C W  BURN-IN AND POWER AGING 

Hughes subjects the components for  the Comsat Project t o  1000 - 1500 

hours of burn-in on a 100% basis under maximum rated power and tempera- 

ture conditions a f t e r  the high r e l i a b i l i t y  screening and 'acceptance 

t e s t s .  Intermediate readings a re  taken of a l l  significant parameters 

to  gain the information needed fo r  the i r  parameter degradation analysis 

program. The resu l t s  of the extended burn-in or power aging are  s ign i f i -  

cant i n  that  28% of the components accepted by Hughes a f t e r  passing 

the high r e l i a b i l i t y  acceptance test ing and 240 hours burn-in period 

are rejected fo r  f l i g h t  use by t h i s  power-aging method. GSFC on the 

ATS project (with Hughes the prime contractor) subjected the electronic com- 

ponents to  a 1260 hour power-aging period a f t e r  the 240 hour acceptance 

burn- i n  period. 

JPL subjected the electronic components on the Mariner 64 project t o  

168 hours of burn-in with acceptance c r i t e r i a  being a t  qualification 

levels. JPL1 s present electronics specification (2 750 General) ca l l s  

for  240 hours of burn-in f o r  acceptance. JPL is presently conducting 

l i f e  tes t ing on electronic components a f t e r  s t e r i l i za t ion .  The s t e r i l i -  

zation process being 6 cycles consisting of 36 hours a t  14S°C and 24 

hours a t  2S°C fo r  each cycle. After the s t e r i l i za t ion  period, the com- 

ponents (72,846 parts  of 577 par t  types) a re  power aged for  10,000 hours. 

Although these t e s t s  are not yet completed fo r  a l l  types of components, 

one s ignif icant  indication is that  d ig i t a l  monolithic c i rcu i t ry  should 

be power-aged for  a t  leas t  1000 hours. 

Life Testing programs a t  JPL and Hughes have indicated that  components 

previously thought to  have almost in f in i t e  l i f e  times not only degrade 

but f a i l  catastrophically a t  7000 - 8000 hours. These resul ts  point 

out the need f o r  a vigorous l i f e  tes t ing program f o r  future long-duration 

programs i n  order t o  detect the weak links i n  any system spacecraft 

so tha t  the appropriate measures can be taken i n  the system design 

phases. 



Input parameter variation and parameter degradation analysis have re-  

placed the classical  Go/No-Go type test ing previously used. Go/No-Go 

test ing limits the information gained t o  be val id  , but can 

give no information useful i n  predicting future performance. 

3.4 FAILURE RATE PREDICTING TECHNIQUES 

Hughes component f a i lu re  r a t e  predictions are  based on degradation 

analysis techniques and the data base is the resu l t s  of exhibited 

resu l t s  from the i r  quality,  screening, burn-in and l i f e  tes t ing  pro- 

grams. JPL bases the i r  f a i lu re  r a t e  calculation on the empirical data from 

the Ranger, Mariner, Surveyor and the i r  l i f e  tes t ing and s t e r i l i z a t i o n  pro- 

grams. RCA proposed tha t  f a i lu re  r a t e  calculation be based on time- 

dependent fa i lure  r a t e  instead of the c lass ica l  constant f a i lu re  ra te ,  

thus making predicted r e l i a b i l i t y  figures higher. Hughes and JPL 

agreed with th is  change i n  r e l i a b i l i t y  philosophy, but s t ressed tha t  

t h i s  can only be done a f t e r  the system or subsystem is thoroughly de- 

bugged through a l l  design, tes t ing and operational phases. 

4.0 SUBSYSTEM RELIABILITY AND TESTING CONCEPTS 

4.1 TEST EVALUATION METHODS 

The physical processes of fabricating higher level assemblies from 

these high r e l i a b i l i t y  and qualified components do not i n  many cases 

get the same level of a t tent ion as the individual components. Yet, 

these processes are the most d i f f i c u l t  t o  control. 

In  order t o  proceed thru the fabrication processes with a high degree 

of confidence, stringent tes t ing and power-aging must be imposed. Hughes 

with the i r  degradation analysis approach handles the fabrication phase 

by monitoring every available parameter fo r  d r i f t  thru a l l  major phases 

of fabrication and assembly on the i r  type approval (TA) systems as well 

as the i r  f l i g h t  system, 



D L  u t i l i zes  input parameter variation techniques i n  addition t o  de- 

gradation analysis t o  determine how the system w i l l  perfom under o f f -  

nominal conditions, thus determining functional and operational per- 

formance limits. 

4.2 ENVIRONMENTAL TESTING 

Hughes and JPL subject both the type approval systems as well as the 

f l i g h t  systems (FA) t o  rigorous vibration and Solar Thermal Testing 

(see Table 1 and 2). The s t r e s s  levels on the type approval systems 

are approximately 150% of the worst case or acceptance levels.  Dur- 

ing these t e s t s  every available parameter is monitored to  determine 

performance as well as to  gather data f o r  degradation analysis. The 

assembly and system environmental tes t ing requirements tha t  JPL and 

GSFC impose on the type approval and f l i g h t  systems bring out three 

rea l ly  s ignif icant  t e s t s ;  namely, the complex wave vibration tempera- 

ture  - vacuum and humidity t e s t s  (see Table 2). Acceptance t e s t  

levels a re  the same as the worst case environmental expected during 

the mission. 

4.3 SUBSYSTEM BURN-IN AND POWER-AGING 

Burn-in and power-aging a t  higher levels of assembly such as a t  

the subsystem level is conducted a t  simulated environments. This is 

done t o  determine how rel iably these components which are  power-aged 

are  going t o  perform when joined together into a functional assembly 

operating under worst case expected conditions. JPL and Hughes s ta ted  

tha t  between 1200 and 2000 hours of operating time is accumulated 

on the system and spacecraft levels between the end of component 

burn-in and test ing and time of launch. RCA emphasized tha t  sys- 

tems should undergo burn-in and power-aging i n  the same manner as 

the component testing. This is done t o  insure that  no workmanship 

errors on fabrication-induced problems are  present a t  the higher 

assembly levels. 'This is necessary to  have continuity i n  confidence 

of rel iabi l i ty-  t h m  the various fabrication phases. (see Chart 2 ) .  



4,4 SmSYSm L I E  TESTING 

Life tes t ing i s  perfomed to  deternine whether t he  subsystem's time 

to  wear-out is longer than i t s  required operational l ifetime. This 

l i f e  tes t ing is performed under as close t o  the rea l  environment as 

simulated environments can feasibly be achieved. For the Mariner 64 

Project JPL subjected the type approval systems t o  l i f e  tes t ing with 

the goal being 6000 hours. A summary of the l i f e  tes t ing resu l t s  a re  

given i n  Chart 2. The achieved lifetimes pr ior  t o  t e s t  termination 

range from 3000 t o  11,000 hours. 

5.0 SPACECRAFT RELIABILITY AND TESTING 

5.1 UTILIZATION OF ENGINEERING DEVELOPMENT MODELS 

GSFC, Hughes and D L  u t i l i z e  the prototype spacecraft fo r  development 

tes t ing such as form, f i t  and function i n  addition t o  u t i l i za t ion  f o r  

overstress, environmental and vibration test ing . JPL for  the Mariner 

64 project u t i l ized  the following spacecraft models fo r  the purpose 

indicated. 

a. STM s t ruc tura l  control model fo r  vibration and s t ruc tura l  

tes t ing (see Table 3 fo r  tes t ing levels) .  

b . Temperature Control Model (TCM) fo r  thermal environmental 

tes t ing (see Table 3 for  tes t ing levels and duration). 

c. Dynamic Test Model (IYI'M) fo r  tes t ing f l igh t  dynamics. 

d. Separation Test Model (XTM) fo r  launch vehicle-spacecraft 

interface separation testing. 

e. Proof Test Model (PTM) for  l i f e  tes t ing of systems, form and 

f i t  of systems, EM1 test ing of TA and FA systems, ver if ica-  

t ion and t e s t  of a l l  internal cabling and GSE pr ior  t o  inter-  

facing with the $fight spacecraft, development a i d  ver if ica-  

t ion of a l l  t e s t  and checkout procedures prior to  implementa- 

t ion on the f l igh t  spacecraft, The P'FM is configured the 

same as the f l igh t  spacecraft so as to  make valid tes t ing 

correlation between the t e s t  spacecraft. 



These models are utilized for qualification testing prior to accep- 

tance testing of the flight spacecraft. The qualification levels 

are approximately 150% of the acceptance levels; with acceptance 

levels being at worst case expected conditions. (see Table 3)  

5.2 TEST MONITORING AND EVALUATION METIIODS 

Both Hughes and J P L  monitor every available parameter during test 

on the ground as well as during the flight. This is done for several 

reasons: (1) to perform engineering evaluation of spacecraft and 

system performance under actual operating conditions, (2) permit 

switching to a redundant operating mode upon indication of a mal- 

function or failure and (3) to gain information on which to base 

failure rates for future projects. JPL subjects their Test Article 

and Flight Article systems to parameter variation testing to gain 

a greater insight into systems operation under off-nominal conditions. 

This has proved very effective in predicting the systems behavior 

under flight conditions. Hughes does the parameter variation concept 

in the same manner as JPL, but also for the purpose of degradation 

analysis. Degradation analysis has proved very effective in de- 

tecting and predicting malfunctions and failures. This method re- 

quires a very thorough instrumentation and testing system as well 

as the use of analyzing parameter trends, and is inherently much 

more effective than Go/No-Go testing. 

Both JPL and Hughes utilize as nuch as possible the same test/check- 

out equipment and personnel thru all phases (factory thru launch) in 

order to minimize possibilities of error, both operator and equipment 

wise, as well as to provide a consistent data base on which to eval- 

uate the spacecraft and system performance. 

Since the Proof Test Model (PTM) is configured the same as the flight 
spacecraft, the launch area and mission operational procedures and 

interfaces are devel~ped prior to implementation on the flight 

spaceeraf t . 



The personnel at GSFC emphasizes two very bporta~~t points that must 

be made; (1) the subjecting of a flight prototype or (proof test model) 

S/C to the full range and variety of testing phases, particularly the 

thermal vacuum and vibration testing at 50 percent safety factor 

conditions and (2) the flight spacecraft be subjected to the complete 

range and variety of testing environments, but at a reduced stress 

level in order to "wring out" the spacecraft as thoroughly as possible. 

The following is presented in summary as the more important findings 

regarding the reliability, test and checkout practices: 

a. Specified and imposed more rigorous parts screening, test, 

burn-in and life testing programs at the component level. 

b. Utilized all possible and feasible access points into and 

out of the spacecraft systems and performed parameter vari- 

ation type testing and performed degradation and trend 

analysis for failure detection and prediction. 

c. Developed and utilized "Type Approval (TA) subsystems for 

sustained operational performance and life testing at 

maximum environmental test conditions. These tests should 

be performed at the earliest possible time so that improve- 

ments can be incorporated into the flights systems with 

least impact. 

d. Developed, implemented and utilized the "PTM" or "House" 

spacecraft and sys tems and enforced strict configuration 

control performed: 

. Life testing on a totally integrated basis in worst 

case simulated test environments. 

. Verification of all electrical, hardware, instmentation 

and checkout interfaces pr ior  to utilization on the flight 

spacecraft. 



e. Determined reliability, redundancy, and maintainability 

requirements and performed the necessary trade-offs prior 

to the initial design phases for all subsystems, systems 

and the spacecraft and implemented at an early time into 

the design phases. 

f. Developed the test and checkout concepts and implemented 

into the earliest initial design phases instead of per- 

forming on an "after thought" basis. 

g. Utilized as much as possible, the same checkout, equipment, 

procedures and personnel thru all ground testing phases. 

h. Developed a strong checkout and environmental testing 

program, especially the thermal-vacuum, humidity and 

vibration testing phases. 

i. Testing limited to those facilities that have been 

thoroughly screened and approved by cognizant represent- 

atives of engineering and quality assurance. Thorough 

indoctrination of vendor and testing personnel in appli- 

cable test specification, standard operating procedures 

and reporting systems is a prerequisite to reliable test 

performance and data from vendor and testing sources. 



JPE - blAdilmR 64 
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Table P - Assembly bevel  Environmental Test Requirements 

Test I TA  Test bevel I FA Test Level  

Bench Handl ing 

Drop Test 

Transportation 
Vibration 

Explosive Atmosphere 

Humidity 

Shock 

Stat ic Acceleration 

Vibration 
Low Frequency 
(al l  assemblies) 

Complex Wave 
(assemblies 10 Ib) 

Thermal Shock 
(for external 
assemblies) 

Free fa l l  corner drop 

Height variable to weight 

1.3 g 2 - 3 5  cps 
3 .O g 3 5 - 4 8  cps 
5 . 0  g 4 8 - 5 0 0  cps 

Fuel and air during assembly 
operat ion 

7 5 %  humidity and varied 
temperature 

5 2 0 0  g, 0 .7  * 0 . 2  mi l l i -  
second pulses, 3 axes 

rt. 1 4  g, 3 axes 5 min 

f 1 . 5  in., 1 t o 4 . 4  c p s 3 m i n  
3 g peak from 4 .4  to 1 5  cps 

1 6 . 4  g rms noise 180 sec 

5.0 g rms noise 
plus 

2 .0  g rrns sine, 
15-40 cps 6 0 0  sec 

9 . 0  g rrns sine, 
4 0 - 2 5 0  cps 

k4.5 g rrns sine, 
2 5 0 - 2 0 0 0  cps 

-10°C (+14"F) 4 hours 
+75"C (+167"F)  1 2  days 
10 -4  mm Hg 

+75"C t o  -46°C  
( 1 6 7 ° F  to -50°F)  

3.0 g rrns noise 
plus 

1.5 g rrns sine, 
1 5 - 4 0  cps 2 0 0  sec 

6.0 g rrns sine, 
4 0 - 2 5 0  cps 

*3 .O g rms sine, 1 2 5 0 - 2 0 0 0  cps 

0 °C  (32°F )  2 hours 
55°C  (131°F) 4 0  hours 
10'4 mm Hg 

-- 

* 9.0 g for assemblies (PO lbs. 

6 . 0  g for assemblies > 1 0  Ibs . 



JPL - MARINER 64 

T'thle 3 - System L e v e l  ~ l l v i r o n n l e i i t a l ~ e s t  Requivell~ents 

20-200-20 cps, 0.5 g rms 
3 1/4 min per ax is .  

3 Latera l  Axes 
5-150 cps, 0.75 g rms 
1 5 0 - 4 5 0  cps, 1.25 g rms 1 .5 min 



D L  - MARINER 64 

Table 2. Subsystem Environmental Tes t  Summary 

Complex Wave V ib . 

Complex Wave Vib. 

The limited number of problems encountered during spacecraft acceptance testing and the 
successful launch and midcourse maneuver of Mariner IV  attest to the adequacy o f  the 
systems level TA  and subsystem TA and FA testing. A total of 83 design changes were 
documented, Of the 83, 39 originated a t  the TA  level, 14 a t  the FA level, and 30  during 
other environmental tests. The majority of the changes instituted during FA level testing 
were due to scheduie sl ips which necessitated running FA tests prior to or concurrently 
with TA tests. On an ideal schedule the TA testing would have demonstrated the need for 
t l ie design change before f l ight  hardware was fabricated. 

* Some subsystems were qranketl waivers and were not required to meet the environment, 



BURN-IN & POWER AGING 

PRACTICES 

COMPONENT SYSTEM SYSTEM s/c s/c 
(TA) (FLIGHT) ("HOUSE") (FLIGHT) 

LEVEL OF ASSEMBLY 



COMSAT PRBJECT(HUGHES1 

COMPONENT (HI -REL) 
- VISUAL INSPECTION 
- PARAMETER SCREENING 

DESTRUCTIVE 
TESTING 

2 4 0  HOURS BURN-IN 
MONITOR PARAMETER 
DRIFT 
ACCEPTANCEBYHAC 

8 6 0 - 1 2 6 0  HOURS 
MONITOR PARAMETER 
DRIFT 

NOTE: TESTS RUN AT 
MAX RATED 

NOT FLIGHT FLIGHT USE 
ENVIRONMENT 

GRADE 

J P L  L I F E  TEST RESULTS (TA SYSTEMS) 

MARINER 6 4  

1. COSMIC DUST DETECTOR 

2 .  TRAPPED RAD. DETECTOR 

3 .  DAS 

4 .  PLANETARY SCAN 

5 .  DATA ENCODER 

6 ,  A/C ELECTRONICS 

7 .  EARTHDETECTOR 

8 .  SOLARVANE ACTUATOR 

9 .  TVC 

L O .  PYRO CONTROL 

1 2 3 4 5 6 7 8 9 1 0 1 %  

X 1 0 0 0  HOURS 
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